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aco FunKi polymer troughs
for the modern pig production

ACO FUNKI troughs have an optimized shaping adapted to the 
feed intake behavior.

advantages:
■ Resistant to mechanical stress
■ Resistant to acids
■ Easy to clean
■ Suitable for all types of barns
■ Animal-friendly shaping

polymer concrete as material
The special material composition and state-of-the-art manufac-
turing technologies give the ACO polymer concrete its outstanding 
quality.

■ Continuous homogeneous material, no coating abrasion
■ Hygienically smooth surfaces, low joint content
■ High dimensional accuracy and longevity
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single trough for 
boars and sows

Double troughs
for finishers

• Material thickness: 2 cm 
• The end gables are abailable for  
    all troughs
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trough ts 35
• For finishers
• 15,8/21,8 x 69 x 100 cm (h x d x b)
• Weight: 28,3 kg
• Article nr. 01667

Double trough ts 50 
• For finishers
• 18 x 58 x 100 cm (h x d x b) 
• Weight: 34,5 kg
• Article nr. 02101

Double trough ts 41
• For finishers
• 18 x 46 x 100 cm (h x d x b)
• Weight: 28,7 kg
• Article nr. 03191

Double trough ts 47
• For finishers

• 18 x 53 x 100 cm (h x d x b)

• Weight: 29,5 kg

• Article nr. 01585

• For finishers
• 18/30 x 41 x 100 cm (h x d x b)
• Weight: 34,5 kg
• Article nr. 02571

trough ts 36

trough ts 28 V 
• For gluing
• For finishers
• 15/22 x 30 x 100 cm (h x d x b)
• Weight: 36,5 kg
• Article nr. 18444

h

trough ts 25
• For weaners and finishers
• 14,3 x 30 x 100 cm (h x d x b)
• Weight: 19,8 kg
• Article nr. 02564

• For weaners and finishers
• 15,5 x 33 x 100 cm (h x d x b)
• Weight: 22,5 kg
• Article nr. 01605

trough ts 30

Subject to changes in materials and design is reserved. B-8012-GB
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